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OPPRY™ FOR IL. Non-Hazardous rated fixture offers the same performance, reliability, optics and energy efficiency for dusty and wet locations.


Case studiesBenefits:
	Instant on/no warm up
	Extreme compact size and weight
	Energy-efficient/up to 65% savings when compared to traditional HID lighting
	Up to 23 years (at 12 hrs a day) of light, eliminating bulb and ballast replacement maintenance
	Operating ambient -40°C to +55°C* (see datasheet)
	5 year warranty
	High CRI for improved visibility and clarity
	Damn near bullet proof
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Specification
	MODEL WATTAGE	36W	60W
	LUMEN OUTPUT	5200 LM (GM)4900 LM (XPC)
	8700 LM (GM)8100 LM (XPC)

	DIMENSIONS	6.9 x 5.8 in(176 x 147 mm)
	8.3 x 7.0 in(212 x 177 mm)

	NET FIXTURE WEIGHT (with PM type of mounting)
	5.3 lbs (2.4 kg)4.4 lbs (2.1 kg)
	8.4 lbs (3.8 kg)9.25 lbs (4.2 kg)

	ENCLOSURE MATERIAL	Copper free aluminum alloy
	FINISH	Polyester powder coat finish
	HARDWARE AND MOUNTING	Marine grade stainless steel parts and screws
	CABLE GLANDS AND CONNECTORS	Classified for IP66 nickel plated brass adapter from M20 to 3/4″ with 6 feet of wire
	LENS	Military Grade UL94 V-0 rated Lexan/Tempered clear borosilicate glass
	LIGHT SOURCE	Samsung LEDs | R1
	COLOR RENDITION INDEX (CRI)	> 70
	INPUT POWER (+25°C)	36W	60W
	FIXTURE EFFICIENCY	140 LPW (GM)135 LPW (XPC)
	135 LPW (GM)130 LPW (XPC)

	LED DRIVER	Custom made 120-277VAC/230-370VDC	MeanWell
 90-295 VAC/127-417VDC
	LED DRIVER PROTECTION	Short circuit, over temperature, over voltage	Short circuit, over temperature
	SURGE PROTECTION	1 kV	2kV
	POWER FACTOR	> 0.95	> 0.95 at 115V
	THD (total harmonic distortion)	<30%	<20%
	INRUSH CURRENT	27A	45A
	AMBIENT OPERATING TEMPERATURE	-40°C to +55°C	-40°C to +45°C
	FIXTURE LIFE (+25°C)	70 000 hours	100 000 hours
	FIXTURE LIFE (+55°C)	40 000 hours	50 000 hours (+45°C)
	FIXTURE LIFE (+65°C)	N/A	N/A
	WARRANTY	5 Years	5 Years






Step 1 create your own
Ordering Information:
Part number example: PRO-HL-SB-PPC-RV-120-5K-60W-S

Family name
OPR

Enclosure type

IL
ILL


Mounting

SB
PM


Reflector (lens)

G
GM
XPC


Voltage

RV


Secondary optics

120


Color temperature

3K
4K
5K


Wattage

36W
60W


Body color

S



-
 +

+


Ordering details
Enclosure type
IL
Industrial locations rated body

ILL
Industrial locations Extra-large body


Mounting
SB
Swivel Bracket - Standart

PM
Pendant Mount


Reflector (lens)
G
Borosilicate glass

GM
Borosilicate glass and mesh guard

XPC
Extreme polycarbonate lens


Voltage
RV
120-277 VAC, 50/60 Hz


Secondary optics
120
Full Flood (No Optics - Standard)


Color temperature
3K
3000K

4K
4000K

5K
5000K


Wattage
36W


60W*



Body color
S
Silver (Standard)



* only available in ILL body



 Build different fixture




Applications
	Low-Bay Lighting
	Dust, Wet, Industrial
	Locations requiring continuous and consistent light levels in extreme heat or cold.
	General, Cold and Hot Storage
	Marine, Engine and Battery Rooms
	Energy, Gas & Oil
	Agriculture
	Manufacturing
	Wastewater






Documents
 Datasheet Installation Manual iesDownload all

2d pdf, 2d dwg, 3d step
Available upon request





Compliance & certification
ETL/CETL Certified to:
UL 1598 Suitable for Wet Locations
 UL 1598A Marine Outside Type (Saltwater)
 CSA C22.2 No. 250.0
 CSA C22.2 No. 137
 IP66 rated per IEC 60598-1 | -40°C to +55°C


Approved for:
IP66
 Dust proof, water resistant, high temperature and sub zero applications
 Corrosive atmospheres, marine rated, extreme wet applications








Back to Complete Product Line
Similar products
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Morion™ for HL
Hazardous Location. MORION™ is high performance, easy to install and versatile in all hazardous location applications with quick connect technologies.
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Lineair™ for EX
Explosion Proof LINEAIR™ is a low-profile and lightweight linear light. Convenient wiring access through screw-cap cover with toolless, cage clamp terminal block.
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	Retrofits
	Flood light
	Lowbay light
	Area light
	Traffic light
	Exit sign



(858) 353-1073
 sales@arcuslight.com
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Step 2 create your own
Edit order




      
Project information:






Contact information:
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